





Selection

(&

Type 0320

Inside/Outside: Not to be opened

height
7! sl
19 14 128 - 4-fers
oy =
Inside bg;ﬂ — —
widths k
13 Type 0320.20 /.30 Type 0320/.42 /.52 /.62 -
37 with glide runners
Dimensions and intrinsic chain weight
Type 0320.20 /.30 Type 0320/.42/.52 /.62
) Type Intrinsic chain Type Intrinsic chain
o weight kg/m weight kg/m
& 0320.20 19 13 24 0.32 0320.42 19 24 35 0.39
2 032030 19 19 30 0.35 032052 19 29 40 0.44
= 0320.62 19 37 48 0.47
(%)
o
2
© . .
Bend radius and pitch
Type 0320.20 /.30 Type 0320/.42/.52 /.62
Bend radii KR mm Bend radii KR mm
37 47 77 37 47 77 100
Pitch t = 32.0 mm Pitch t = 32.0 mm
= .
& Load diagram
. g for unsupported length L; depending on the additional load Unsupported length L¢
S«
L 2 15
~
o
<
+
1.0 N
£
E 0s In the case of longer travel lengths,
g ) sag of the cable carriers is technically
E permissible depending on the
] 2 application.
v ©
S 2, In a gliding arrangement, even
v g 0 0.2 0.4 0.6 0.8 1.0 1.2 longer travel lengths are possible
-g =) Unsupported length Ls in m (see page 375).
S E We are at your service to advise on
°5 these applications.
g =3
£  Example of ordering
g Cable carrier Connection
[032042 . 77 ]-[ 800 | [ FAIMA |
Chain type Bend radius  Chainlength Ly~ Connection
KR in mm in mm (without  Fixed point/
connection) Driver

Subject to change.



KABELSCHLEPP

Subject to change.

Selection

TSUBAKI KABELSCHLEPP

Type 0320

Connection dimensions

; Inside
Plastic connectors height

with integrated strain relief

19
; j Inside
- — 5 widths
P Moy sl
Kk 1 1_3
=50 —~| 37
N 7 — e —
Type 0320.20 Type 0320.42 /.52 / .62
Connection dimensions at ; Type
fixed point connection: —1~ N )
- = e S
EAW = g‘ + 15255 B r“f el 0320.20 13 24 1 a
voERm e J o = *f§ 0320.30 19 30 2 =
= iy |
Connection dimensions at = | = \—‘ i 0320.42 24 35 2 =
driver connection: liads ’_, 0320.52 29 40 3 2
Baw =Bj+ 11 —~—— 50— 0320.62 37 48 4 @
B1 =Bj-10.5 - 62 .%
2
Type 0320.30
Connection variants
Connection point o
MH M - Driver 8
| MA (standard) F - Fixed point . =
f ) S«
) Cé ) < © ) ( é)% Driver Connection type - E
| w A - Threaded joint outside (standard) o
MK I~ Threaded joint inside I
H - Threaded joint, rotated
Fl through 90° to the outside
FD  fed point K - Threaded joint, rotated
through 90° to the inside
FA (Standard)
()]
g -
In the standard version, the connectors are mounted with the E ;f“}
threaded joint outwards (FA/MA). 8 /

When ordering please specify the desired connection type
(see ordering key on page 414).

The connection type can subsequently be altered simply
by varying the connectors.
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OnlineEn
TSUBAKI KABELSCHLEPP
Cable Carrier Configurator
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height
10
19

Inside

widths
6
40
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